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SAMPLE CARD VOL.2

ACRYLIC 70%
WOOL 30%




(& Suncocor

©) | @ p ® | @
i I {
SL 800 . sLs818 . sL836 | SL 854
i i f | J
SL 801 . sL819 . sL837 . sL8ss |
f. [ | 3
i
SL 802 SL 820 . sLs3s SL 856
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SL 803 SL 821 { SL 839 SL 857
SL 804 sL822 SL 840 SL 858
SL 805 SL 823 SL 841 SL 859
SL 806 SL824 | SL 842 SL 860
SL 807 SL 825 SL 843 SL 861
SL 808 SL 826 SL 844 SL 862
SL 809 SL 827 SL845 ~ SL8e3
SL 810 SL 828 SL846 |  sLse4
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SL811 SL829 . sLs47 SL 865
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SL 812 SL830 | SL 848 SL 866
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SL 813 SL831 . sLs49 SL 867
SL 814 SL 832 SL 850 SL 868

SL 815 SL 833 SL 851 SL 869

SL 816 SL 834 SL 852 SL 870

SL 817 SL 835 SL 853 SL 871




Chain-Stitch / Chenille Embroidery Thread
Acrylic 70% Wool 30%
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sLg73 | SL891 | | sL909 SL 927

sLs7a | SL 892 SL 910 SL 928
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SL 875 SL 893 SL 911 SL 929

SL 876 SL 894 SL 912 SL 930

SL 877 SL 895 SL913 SL 931

SL 878 SL 896 SL914 SL 932

SL 879 SL 897 SL 915 SL 933

SL 880 SL898 SL 916 SL 934

SL 881 SL 899 SL917 | SL 935

SL 882 SL 900 SL918 SL 936

SL 883 SL 901 SL 919 SL 937

SL 884 SL 902 SL 920 SL 938

SL 885 SL 903 SL 921 SL 939

SL 886 SL 904 SL 922 SL 940

SL 887 SL 905 - SL923 SL 941

SL 888 SL 906 SL 924 SL 942

SL 889 SL 907 SL 925 SL 943
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Amity two tone twisted yarn
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SL 944 SL 962 SL 980

SL 963 SL 981

New heather colors 1

SL 945 SL 964 SL 982
SL 946 SL 965 SL 983
SL 947 SLee6 | SL984
SL 948 SL 967 SL 985
SL 949 SL 968 SL 986
SL 950 SL 969 SL 987
SL 951 SL 970 | SL 988
SL 952 SL 971 SL 989
SL 953 SL 972 SL 990
SL 954 SL 973 SL 991

SL 974 SL 992

SL 975

SL 976

SL 977

SL 978

SL 979
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TEST RESULTS (DYEING RESISTANCE)

TEST METHOD GRADE
Ji§:1l-08 44 FADE 4 OR HIGHER
WASHING  A-2 POLLUTION 4 OR HIGHER
JIS:L-0849 DRY 4 OR HIGHER

FRICTION WET 3 OR HIGHER

#GRADE 5 IS THE TOP QUALITY.
THESE DATA ARE QUOTED FROM THE TEST RESULTS OBTAINED AT OFFICIAL LABORATORY.
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PLEASE NOTE

AVOID USING ANY BLEACHING AGENTS FOR WASHING.

2. THESE YARNS ARE MANUFACTURED WITH CAREFUL ATTENTION TO THE STABILITY OF
QUALITY. HOWEVER, SINCE A SLIGHT DIFFERENCE IN QUALITY MAY OCCUR IN DIFFERENT
LOTS OF PRODUCTION, BE SURE TO USE THE YARNS OF THE SAME LOT NUMBER FOR THE
SAME GARMENTS.

3. IN CASE THE YARNS OF DIFFERENT LOTS ARE USED AT THE SAME TIME, BE CAREFUL TO

MAKE A DISTINCTION OF THOSE YARNS BY EACH LOT.

AS FOR THE FASTNESS TO WASHING, REFER TO THE TEST RESULTS STATED SEPARATELY.

5. SHOULD THERE BE ANY FURTHER INFORMATION YOU MAY LIKE TO HAVE ON THESE

YARNS, PLEASE DO NOT HESITATE TO CONTACT US.

—_—

M



